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MAV 3150-3250-3300 DOPPIA

MAV 3150-3250-3300 DOPPIA

MAV 3150-3250-3300 DOUBLE

Questa incollatrice doppia che proponiamo nei modelli 
con luce di incollaggio di 150, 250 e 300 mm, è adatta 
per incollare mediante adesivi a base di solvente, par-
ticolari dove occorre incollare contemporaneamente 
con un unico passaggio le due superfici, sopra e sotto, 
dell’oggetto stesso . Dotata di due rulli morbidi spalma-
tori, è in grado di spalmare l’adesivo in modo uniforme 
su superfici non perfettamente ugualizzate. La testata 
superiore oscillante, le permette  il passaggio di diffe-
renti spessori.Entrambi i rulli morbidi sono facilmente 
estraibili.A richiesta possiamo fornire la macchina con 
comando di apertura e chiusura collante della parte su-
periore, in automatico mediante sistema pneumatico.
La macchina può essere fornita ache solo testata con 
motore trifase nei vari voltaggi, oppure se richiesto, con 
motore monofase.

This double cementing machine which we propose 
in models with a 150, 250 and 300 mm cementing 
light, is suitable for cementing components, with sol-
vent based adhesives, where it is necessary to cemnt 
the two surfaces,above and below simultaneosly , in 
a single passing.Being equipped with two soft spre-
ading rollers,it is capable of spreading the adhesive 
uniformly on surfaces not perfectly equalised.The 
upper oscillating head allows the passage of different 
thicknesses.Both of the soft roller are easily extrac-
table.On request,we can supply with an automatic 
control for the opening and closing of the cementing 
control for the upper part, by means of a pneumatic 
system.The machine can also be supplied with only 
the head,again with a three phase motor in various 
voltages, or if require, with a single phase motor.
.

Luce d’incollaggio

Dimensioni 62x70x140Dimension
Peso
Weight Kg 110
Alimentazione
Electrical feeding

 230/50/1
400/50/3

Potenza assorbita
Absorbed power 0,33 Kw

Cementing width
150-250-300 

mm


